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PATSTAGS will translate PATRAN finite element model data into STAGS (Structural
Analysis of General Shells) input records. PATSTAGS reads the data from a PATRAN neutral file
and writes STAGS input records into a STAGS input file and a UPRESS data file. The translator
will not translate all PATRAN neutral file packets, nor will it write a complete STAGS input deck.
The STAGS input deck must be edited after translation and the appropriate control records added
as specified by the STAGS user manual. The following PATRAN neutral file packets are read and
translated to the corresponding STAGS records.
PATRAN neutral file packet
25 Title Card
To STAGS input record
26 - Summary Data
1 - Node Data
2 Element Data
6 - Distributed Loads











U-3 Load Definition Record
S-1 User Point Record
FILES
PATSTAGS uses three files: the PATRAN neutral file to be translated, a STAGS input file,
and a STAGS pressure data file. PATSTAGS will prompt the user for the name of the neutral file
to be translated and the desired names of the STAGS files to be created. The file names may be
up to 40 characters in length. The STAGS input file created will contain the STAGS S-l, S-2,
T-2, T-3, T-4, and U-3 input records. The pressure data file created will contain the element live
pressure data used by the STAGS subroutine UPRESS.
NODAL DATA
Nodal data is read from the PATRAN neutral file packets 1 (Node Data) and 8 (Node Dis-
placements). The data is written as S-I cards in the STAGS input file. S-2 cards are also created if
cylindrical coordinate system 1 is used for the node coordinates and the node constraints in the
PATRAN model. Up to 5,000 nodes may be translated. To translate a larger model, the array
dimensions will need to be increased in PATSTAGS.FOR and the program relinked.
The translator has the capability to define an auxiliary cylindrical coordinate system on a
S-2 card for use in applying boundary constraints. The following requirements must be met before
an S-2 card is written.
1. The node and nodal constraints must both be defined in PATRAN in cylindrical
coordinate system 1.
2. The global X axis must coincide with the cylindrical Z axis, i.e., the model must be a
shell of revolution about the global X axis.
The auxiliary coordinate system for each node is defined on S-2 cards with two points. The
points are defined as follows:
t. The node radius is calculated as
Rad,, = V_y, 2+Z,, 2
where Y,, and Z,, are the global y and z coordinates of the node.








where subscript I refers to the cylindrical coordinate system point I, and subscript n refers to the
node.







where subscript 2 refers to cylindrical coordinate system point 2 and subscript n refers to the node.
Figure 1 shows the coordinate systems attached to four nodes in the different quadrants.
The coding for the auxiliary coordinate system is contained in the 9200 block of the
PATSTAGS FORTRAN file. This can be easily changed if a different axis of revolution is desired
lor the model.
Nodal constraints only are supported. Specified nodal displacements or rotations which
would require a U-3 record to be written are not currently supported.
Z AXIS
P2
X AXIS Y AXIS
P1 P2 P1
Figure I. Auxiliary coordinate systems.
ELEMENT DATA
Element data is read from the PATRAN neutral file packet 2 (Element Data). The data is
written as T-2, T-3, and T-4 cards in the STAGS input file. Bar, triangular, and quadrilateral
elements are supported. Up to 5,000 elements may be translated. To translate a larger model, the
array dimensions in PATSTAGS.FOR must be increased and the program relinked.
The program will interactively write the number of elements which have been read and will
prompt the user for the desired values of ILIN, which governs geometic nonlinearity, and IPLAS,
which governs material nonlinearity. The entered response will be used in all T-2, T-3, and T-4
records written. The property ID numbers entered in PATRAN will be used for ICROSS in the T-2
card and IWALL in the T-3 and T-4 cards. XSI, EC4, and ECQ in the T-2 records, ZETA and
ECZ in the T-3 records, and ZETA, ECZ, INTEG, and IPENL in the T-4 records are all set to
zero. Any of these defaults can be changed by editing the appropriate format card in block 9400 of
the PATSTAGS.FOR file and relinking the program. The program will next interactively write the
number of beam elements read and prompt the user for the desired beam element code number.
The triangular and quadrilateral elements are handled similarly.
At the end of each element record in the STAGS input file, the record type, PATRAN
element number, and STAGS element number are written for the user's information.
The X-Y plane of all bar elements must be defined using the node option in PATRAN. The
vector and grid option are not supported.
FORCE DATA
Force data is read from the PATRAN neutral file packet 7 (Node Forces). The data is
written as U-3 cards in the STAGS input file.
The translator will support only one force component per node, per load set. If more than
one force component is needed on a node, they should be defined in PATRAN as belonging to dif-
ferent load sets (i.e., the X component in load set I, the Y component in load set 2, the Z compo-
nent in load set 3, etc.).
PRESSURE DATA
Pressure data is read from the PATRAN neutral file packet 6 (Distributed Loads). The data
is written into a pressure data file, which is then used with the UPRESS subroutine. The translator
interactively prompts the user for the desired name of the pressure data file.
4
The translator will support only one pressure component per element, per load set. If more
than one pressure component is needed on an element, they should be defined in PATRAN as
belonging to different load sets (i.e., the X component in load set 1, the Y component in load set
2, the Z component in load set 3, etc.).
This data file is formatted to be used with the subroutine UPRESS listed in appendix A.
This subroutine will need to be linked to STAGS before running the analysis. The pressure data
file is called by the subroutine UPRESS as unit 17, so an assign statement is needed to assign the

















SUBROUTINE UPRES S(T,PA,PB,IUNIT,IELT,X,Y,Z,LIVE,PRES S)
THIS SUBROUTINE, WHEN LINKED WITH STAGS, WILL READ LIVE
PRESSURE DATA FROM THE FORMATED PRESSURE FILE CREATED
BY PATSTAGS.
WRITTEN BY NElL OTrE
MARSHALL SPACE FLIGHT CENTER


































PRECEDING PAGE _%K NOT 7._LM,_'L'D




PRECEDING PAGE BLANK NOT FILMED
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PATRAN - STAGS TRANSLATOR
WRITTEN BY: NEIL OTTE
STRUCTURAL STRENGTH BRANCH ED-24
MARSHALL SPACE FLIGHT CENTER
(205) 544-7231
THIS PROGRAM WILL READ A PATRAN NEUTRAL FILE AND CREATE A STAGS INPUT
DECK, AS WELL AS A LIVE PRESSURE DATA FILE TO BE READ BY THE UPRESS
SUBROUTINE. THIS PROGRAM WILL NOT TRANSLATE ALL PATRAN NEUTRAL
FILE PACKETS NOR WILL IT WRITE A COMPLETE STAGS INPUT DECK. SEE THE





















* EQLNODE1 ,EQLNODE2,EQLNODE3,EQLN ODE4,BID,TID,QID,STID,CID,
* CONFIG,PSPC1,PSPC2,PSPC3,PSPC4,PSPC5,PSPC6,XD,YD,ZD,
* UX,UY,UZ,FD,FN,FCID,FI COMP 1,FI C OMI_,FICOMIX3,FI COMP4,
* FICOMP5,FICOMP6,FE,FLAX
CHARACTER GTYPE* 10,INFILE*40,OUTFILE*40,TITLE*80,DATE* 12,TIME*8,















PROMPT FOR INPUT AND OUTPUT FILE NAMES
WRITE (5,9100)
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FORMAT (2X,'ENTER THE DESIRED NAME OF THE STAGS INPUT FILE')
READ (6.9110) OUTFILE
WRITE (5,9102)
FORMAT (2X,'ENTER THE DESIRED NAME OF THE STAGS PRESSURE FILE')
READ (6,9110) PRESSURE


















C SUMMARY DATA BLOCK
C
C READ PACKET TYPE 26 - SUMMARY DATA
C
READ (7,260) PT,ID,IV,KC,N1,N2,N3,N4,N5,DATE,TIME,VERSION





























READ PACKET TYPE 02 - ELEMENT DATA
DO 200 I= 1,N2
READ (7,20) PT,EID,EIV,EKC,EN1,EN2
FORMAT (I2,818)



































READ QUADRALATERIAL ELEMENT DATA
IF (EIV.EQ.4)THEN
IQ = IQ+ 1
QID(IQ) = EID







CREATE MATRIX OF STAGS ELEMENT ID VS. PATRAN ELEMENT ID
IF (IB.GT.0)TtlEN








































































































FIND PROPER LOAD DIRECTION

























































IF (FICOMP4.EQ. 1) FD(M)=4
IF (FICOMP5.EQ. 1) FD(M)=5





























































































FORMAT (I5,1X,I 1,1X,II,I X,I 1,1X,F9.4,1X,F9.4, IX,F9.4,1 X,











































PROMPT FOR ANALYSIS TYPE
WRITE (6,9300) N2
FORMAT (2X,'DATA FOR',I7,2X,'ELEMENTS HAVE BEEN READ.'JJ,2X,
'PLEASE ENTER 0 FOR NONLINEAR STRAIN-DISPLACEMENT RELATIONS',




FORMAT (2X,'PLEASE ENTER 0 FOR ELASTIC BEHAVIOR OR 1 FOR'J,2X,
'PLASTICITY EFFECTS')
READ (5,9310)IPLAS
PROMPT FOR BEAM ELEMENT TYPE
IF (IB.GT.0)THEN
WRITE (6,9302) IB
FORMAT (2X,'DATA FOR',I7,2X,'BEAM ELEMENTS HAVE BEEN READ.'J,2X,









'TRIANGULAR ELEMENTS HAVE BEEN READ.'J,2X,









PROMPT FOR QUAD BEAM ELEMENT TYPE
IF (IQ.GT.0)THEN
WRITE (6,9304) IQ
9304 FORMAT (2X,'DATA FOR',I7,2X,'QUAD ELEMENTS HAVE BEEN READ.',/,2X,

























ELEMENT DATA WRITE BLOCK
WRITE ELEMENT DATA IN STAGS FORMAT
WRITE BEAM ELEMENT DATA
IF (IB.GT.0)THEN
DO 9400 I=I,IB
WRITE (8,9401) EBLNODE1 (I),EBLNODE2(I),EBNODER(I),KBM,EBPID(I),
ILIN,IPLAS,B ID(I),I






WRITE TRIANGULAR ELEMENT DATA
IF (IT.GT.0)THEN
DO 9402 I= 1,IT
M = I+IB































WRITE FORCES TO STAGS FORMAT
DO 9500 M=I,MMAX
WRITE (8,9501) FDATA(M),FD(M),FN(M),FLAX(M)
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